Sample Schedule of Maintenance Items

This schedule of maintenance items should be altered to suite a particular vessel and organisation.

	Area
	Item
	Detail
	Frequency of service / inspection

	
	
	
	
	
	
	
	
	
	
	
	

	General Arrangement
	Signs limiting passenger access
	Must be legible and appropriate.
	
	
	
	
	
	
	
	
	

	
	Guard rails
	Ensure guard rails/wires are in good condition (no broken strands) and stanchions are secure.
	
	
	
	
	
	
	
	
	

	
	Ladders, stairs
	Ensure ladders and stairs are secure and tread is not worn smooth.
	
	
	
	
	
	
	
	
	

	
	Deck surfaces
	Ensure non skid finish and surface is in good condition.
	
	
	
	
	
	
	
	
	

	
	Escape arrangements
	Ensure escape paths are unobstructed.
	
	
	
	
	
	
	
	
	

	
	Toilets, showers and hand basins
	Ensure these facilities are operational, in good condition and hygienic.
	
	
	
	
	
	
	
	
	

	
	LP gas system
	Ensure safety shut off is working and system is operating properly.
	
	
	
	
	
	
	
	
	

	
	Waste pumps/ tanks/ 
pipe work
	Ensure pumps, pipes and tanks are operational and in good condition.
	
	
	
	
	
	
	
	
	

	Machinery
	Main and auxiliary engines
	Service regularly
	
	
	
	
	
	
	
	
	

	
	Fuel tanks
	Check condition of fuel tanks and supporting structure regularly
	
	
	
	
	
	
	
	
	

	
	Bilge / fire pumps 
	Test in accordance with operational manual.  Repair and adjust if poor performance is observed.  
	
	
	
	
	
	
	
	
	

	
	Bilge alarms
	Repair and adjust as necessary.
	
	
	
	
	
	
	
	
	

	
	Pipe work
	Check for corrosion, cracks, deteriorated flexible sections, damaged or missing hose clips, strainers.  Check the condition of any pipe supports.
	
	
	
	
	
	
	
	
	

	Electrical
	Low Voltage

(240 / 415 volts) system
	Visually inspect the electrical installation, including plugs, socket, extension leads, and portable equipment.  Check for mechanical damage, corrosion, watertight integrity of fittings in exposed locations and exposed wiring.


	
	
	
	
	
	
	
	
	

	
	Extra Low Voltage 

(12 / 24 volt)

battery supplied system
	Batteries: check the general condition, tightness of terminals and electrolyte levels of wet cells 

Inspect the complete electrical installation.  Check for cleanliness, mechanical damage, corrosion, watertight integrity of fittings in exposed locations and exposed wiring or terminals.
	
	
	
	
	
	
	
	
	

	Safety
	Inflatable life rafts and release
	Service as required by NSCV Part C Section 7 Subsection 7A.
	
	
	
	
	
	
	
	
	

	
	Lifejackets (PFD) - list type
	Inspect overall condition of jackets including straps and reflective tape.  Where buoyant material has hardened jackets are to be discarded. Check that jackets are readily accessible.
	
	
	
	
	
	
	
	
	

	
	Distress signals & EPIRB
	Test battery regularly and replace battery and flares before expiry.
	
	
	
	
	
	
	
	
	

	
	Emergency lighting
	Test to ensure lighting is operational.  Repair if required
	
	
	
	
	
	
	
	
	

	Fire Fighting
	Fire detection/ smothering system
	Check system visually and have serviced in accordance with manufacturer’s instructions. 
	
	
	
	
	
	
	
	
	

	
	Non-portable and portable fire extinguishers
	Service in accordance with manufacturer's recommendation.

Check pressure gauges during pre-departure checks. Shake dry powder units regularly to ensure powder has not compacted.
	
	
	
	
	
	
	
	
	

	
	Fire main, water service pipes and hydrants
	Test in accordance with operational manual. Repair and adjust if poor performance is observed.  Monitor condition of drive belts and control arrangements.
	
	
	
	
	
	
	
	
	

	Water tight integrity
	Weather tight doors and seals
	Reseal if reported leaking at hull joint.  Check gaskets to ensure dogging bolts are free, the deadlights seal and glass is not damaged.  Repair or replace as necessary.
	
	
	
	
	
	
	
	
	

	
	Hatch covers / securing devices
	Monitor and repair as necessary.
	
	
	
	
	
	
	
	
	

	
	Fire dampers
	Test and repair as necessary.
	
	
	
	
	
	
	
	
	

	
	Freeing ports / scuppers
	Maintain free of obstructions.
	
	
	
	
	
	
	
	
	

	Structure
	Hull / deck / bulkheads / superstructure (internal)
	Conduct a thorough internal inspection of hull framing, bulkheads, deck and deck framing, bulwarks.  Inspect the superstructure, windows and closing arrangements.
	
	
	
	
	
	
	
	
	


